
Pressure & Temperature 
 

Pressure range:- 
 

DN50-150:- 10 bar 
DN200:- 8 bar 
DN250:- 7 bar 
DN300:- 6 bar 
 

Temperature range:- 
 

-35oC to 120oC 

Approvals, Features & Benefits 
 • EN558-1 row 20 face to face • Uni-directional • Lever operated • Fast opening & closing • Low headloss • Lightweight 

The JV060038 uni-directional knife gate valve  
has a full bore for optimal flow capacity         
and minimal pressure drop. Designed with a 
chamfered edged polished gate to effectively 
cut through media with suspended solids such 
as wastewater, sludge, biomass, pulp and  
powders. 
 

This valve is supplied with a lever operator for 
quick opening and closing. 
 

DN 50 65 80 100 125 150 200 250 300 

ØD 125 145 160 180 210 240 295 350 400 

H 488 552 629 720 845 961 1151 1403 1654 

L 43 46 46 52 56 56 60 68 78 

B 116 131 146 166 197 222 275 332 386 

C 102 102 102 112 112 112 130 130 130 

E 444 501 555 637 478 850 1015 1234 1459 

F 217 264 311 398 482 564 608 768 908 

V 115 115 115 170 170 170 340 340 340 

W 325 325 325 400 400 400 600 600 600 

P 8 9 9 9 9 10 10 12 12 

Flange PCD 125 145 160 180 210 240 295 350 400 

Flange Bolts 4 x M16 4 x M16 4 x M16 4 x M16 4 x M16 4 x M20 4 x M20 8 x M20 8 x M20 

Weight Kg  8 9 10 13 17 20 34 50 66 

MATERIALS  
Body Stainless Steel (CF8M) 

Gate & Spindle Stainless Steel (ANSI 316) 

Seat  EPDM (Metal, NBR, FKM & PTFE option) 

 
All data is designed as a guide and should not be regarded as wholly accurate in every detail 
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Uni-Directional 
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Lever Operated  
Knife Gate Valve 

 

PN10 Flange Wafer Type 
 

(ANSI on request) 


