
Float Valves     

Pressure & Temperature 
 

Maximum pressure:- 
 

10 Bar 
 

Temperature range:- 
 

-10 to 90oC 

Features, Benefits & Approvals 
 • Leakproof class A according to EN 12266-1 • EN 558 series 8 face to face • No maintenance • Bolted cover plate • Supplied with lever arm & and adjustable float 

The JV110007 is an economical cast iron  
angled float valve suitable for water and   
neutral fluids that are compatible with the   
materials. 
 

The valve has a bolted cover plate and is 
supplied complete with lever arm and float. 

 
All data is designed as a guide and should not be regarded as wholly accurate in every detail 
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JV110007 
  

Cast Iron 

Angled Pattern 

Float Valve 

c/w Lever & Float  
 

Flanged  

PN16 
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DN 50 80 100 150 200 65 125 

L 125 155 175 225 275 145 200 

A 35 55 71 102 138 45 87 

B 700 800 975 1305 1590 700 1190 

C 15 15 25 25 25 15 25 

H1 277 352 395 550 620 341 480 

Hp 200 250 300 300 400 250 300 

Dp 350 400 400 500 500 400 500 

D 165 200 220 285 340 185 250 

K 125 160 180 240 295 145 210 

n x d 4 x 19 8 x 19 8 x 19 8 x 23 8 x 23 4 x 19 8 x 19 

Kvs 53.3 139.2 217.2 424.2 715.8 88.6 301.7 

Weight Kg 20 29 37 81 130 26 54 

MATERIALS 

Body & Cover Cast Iron  

Disc, Stem & Piston Sleeve Brass 

Seals & Gaskets EPDM 

Lever Zinc 

Float Epoxide (S235JR) 


