
Pressure & Temperature 
 

Maximum pressure:- 
 

16 bar 
 

Temperature range:- 
 

-20oC to 180oC  

Approvals, Features & Benefits 
 • WRAS approved (1/4” to 2” only) • Y-type • Economical & efficient • Easily removable screen for cleaning 

 

The WRAS approved JV150001 is an 
economical brass Y-type strainer with a  
stainless steel screen ideally suited for    
water applications to protect meters, pumps, 
valves and other pipeline equipment. 
 

 

BSP 1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3 4 

A 46 46 56 68 76 96 106 128 145 168 181 

B 40 40 40 48 51 65 75 90 110 128 150 

Screen Mesh Perforation 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.8 0.8 1.2 

Kv - 3.43 4.48 7.86 11 16 22 35 60 83 100 

Weight Kg 0.11 0.10 0.12 0.20 0.30 0.49 0.65 1.1 1.9 2.8 4.5 

MATERIALS  
Body Brass 

Filter Screen Stainless Steel AISI 304 

Plug Brass 

Gasket PTFE 

 
All data is designed as a guide and should not be regarded as wholly accurate in every detail 
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Strainers, Filters & Mud Boxes   

JV150001 
(ART 520)   

WRAS Approved 

Brass  
Y Type 

Strainer 
 

BSPP Threaded 


