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Strainers, Filters & Mud Boxes    

Pressure & Temperature 
 

Pressure range:- 
 

16 bar 
 

Temperature range:- 
 

 

JV150016 : 0oC to 150oC 

JV150017 : -20oC to 200oC 

JV150018 : -20oC to 200oC 

Basket strainer elements with BSP threaded or PN10/16 flanged             
connections that can be attached to check (non-return) valves to      
convert them into Foot Valves.  
 

Suitable for water networks, water distribution, clean and waste water, 
glycol solution (max 30%) . 
 

JV150016 

Stainless Steel (316) Strainer Basket Element 
BSP Threaded 

 

JV150017 

Stainless Steel (304)Strainer Basket Element 
Flanged PN10/16 

 

JV150018 

Galvanized Steel Strainer Basket Element 
Flanged PN10/16 

BSP 
3/8” ½” ¾” 1” 1¼” 1½” 2” 2½” 3” 4” 

H 55 56 62 71 80 90 101 110 124 145 

L1 8 10 10 11 15 15 15 18 18 18 

Ø A 19 23 29 37 44 50 62 80 93 116 

Mesh Perforation 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.6 1.6 1.6 

Weight Kg 0.01 0.02 0.03 0.05 0.06 0.08 0.09 0.18 0.20 0.36 

DN 50 65 80 100 125 150 200 250 300 

H 77 110 125 155 170 220 300 390 410 

h 3 3 3 3 3 3 3 4 4 

Ø A 93 113 128 148 178 200 255 310 360 

Ø D 165 185 200 220 250 285 340 397 450 

PCD 125 145 160 180 210 240 295 355 410 

Flange Bolts 4 x 18 4 x 18 4 x 18 4 x 18 4 x 18 4 x 22 4 x 22 12 x 22 12 x 22 

Mesh Perforation 6 6 6 6 6 6 6 6 6 

Weight Kg 1 1.3 1.4 1.7 2.0 3.0 4.5 6.0 7.0 


