
Pressure & Temperature 
 

Maximum pressure:- 
 

20 bar 
 

Temperature range:- 
 

-29oC to 425oC  
 

See pressure/temp chart below 

Approvals, Features & Benefits 
 • Length according to ASME B16.10 table 1 • Length to EN 558 series 10 (series 7 for DN150) • Easy to remove screen for cleaning • Bolted bonnet • Drain plug 

The JV151004 carbon steel ‘Y’ type 
strainer with a stainless steel screen 
ideally suited for use in the water   
distribution, gas oil, steam and       
petrochemical applications to protect 
meters, pumps, valves and other 
pipeline equipment. 
 

JV151004 
 

Carbon Steel 
ANSI 150 

Y Type  
Strainer 

 

Flanged ASA 150 
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DN 50 65 80 100 150 200 250 300 350 400 

L 203 216 241 292 406 495 622 699 787 914 

D 150 180 190 230 280 345 405 485 535 595 

C 120.7 139.7 152.5 190.5 241.5 298.5 362 432 476 540 

B 50 65 80 100 150 200 250 300 350 400 

T 16.3 17.9 19.5 24.3 25.9 29 30.6 32.2 35.4 37 

R 150 180 190 230 280 345 405 485 535 595 

F 2 2 2 2 2 2 2 2 2 2 

Drain Plug (NPT) ½” ½” ½” ½” ¾” ¾” 1” 1” 1” 1” 
Flange Bolt Holes 4 x 19 4 x 19 4 x 19 8 x 19 8 x 22 8 x 22 12 x 26 12 x 26 12 x 29 12 x29 

Mesh Perforation 1 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 

Weight Kg  9.7 13 16 24 39 80 135 191 319 405 

MATERIALS  
Body & Bonnet Carbon Steel (ASTM A216 WCB) 

Filter Screen Stainless Steel (304) 

Drain Plug Steel 

Gasket Graphite + Stainless Steel (304) 

Pressure/Temperature 

Strainers, Filters & Mudboxes         


