
Pressure & Temperature 
 

Max pressure:- 
 

13 bar @ 220oC 
 

Temperature range:- 
 

-20oC  to 250oC  

Approvals, Features & Benefits 
 • Robustly manufactured • Promotes even heating • Reliable performance • Reduces corrosion • Spares available. 

Manufactured by Spirax Sarco, the AV13 is a         
maintainable balanced pressure thermostatic air vent 
with angled connections. 
 

This automatic air vents opens to air and gases but 
shuts against steam. It discharges air at full bore on 
start-up and open during running whenever air collects, 
irrespective of the steam pressure. 
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Air Vents, Eliminators & Vacuum Breakers    

AV13  
 

Brass 

Air Vent 
For Steam Systems 

 

BSPP Threaded 

(NPT on request) 

BSP 
3/8 ½ ¾ 

A 18 20 27 

B 32 38 40 

C 49 53 62 

D 25 25 25 

E 55 55 55 

Weight Kg 0.40 0.40 0.45 

MATERIALS 

Body Brass 

Cover Brass 

‘O’ Ring Synthetic Rubber 

Capsule Stainless Steel 

Spring Stainless Steel 

Spacer Plate Stainless Steel 

Seat Stainless Steel 

Seat Gasket Stainless Steel 

AVAILABLE SPARES 

Capsule & Seat Assembly 

‘O’ Rings (Packet of 3) 


