
Pressure & Temperature 
 

Max pressure:- 
 

16 bar 
 

Temperature range:- 
 

Viton : 200oC  
Stainless Steel : 200oC  

Approvals, Features & Benefits 
 • Suitable industrial applications • Reliable performance • Simple float operation • Spares available 

Manufactured by Spirax Sarco, the AE14 is a high 
quality float type air vents for liquid systems.  
 

The standard version has a Viton valve head,   
other versions are also available with a stainless 
steel valve head. 
 
 

 

MATERIALS  

Body SG Iron 

Cover SG Iron 

Main Seat, Float & Lever Stainless Steel  

Valve Head Viton (Standard AE14) • Stainless Steel (AE14S) 

Stop Valve Brass 
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Air Vents, Eliminators & Vacuum Breakers    

AE14  
 

SG Iron 

Automatic 

Air Vent 
For Liquid Systems 

 

BSP Threaded 

 AE14 

Air Vent Only 

AE14SV 

Air Vent c/w Stop Valve 

BSP (Inlet & Discharge) ½ ¾ ½ ¾ 

A 147 147 148 148 

B 114 114 114 114 

C 80 80 65 65 

D 114 114 129 129 

E 105 105 105 105 

F 60 60 76 76 

G 60 60 60 60 

H - - 147 147 

Weight Kg 2.5 2.5 2.7 2.7 

Air Discharge Capacities 
AVAILABLE SPARES 

Maintenance Kit  

Seal Kit 

Valve Head (Viton only) 


