JOHNSON
,valves Actuat & Actuated Valves

S-12 to S350

JVv240107

Ductile Iron
Quarter Turn
Gearbox
c/w Open/Shut Indicator

Torque Range
120Nm - 32000Nm

The JV240107 is a heavy duty manual quarter-turn gearbox suitable for butterfly valves, = Features & Benefits

ball valves and dampers. The gearbox is supplied with either cast or welded handwheel.
® Stroke 0°- 90°(x 5°)

® Adjustable stopper (+ 5°)
® (Open & shut indicator

Max. Weight 1ISO 5211

H Square Bore Kg
12 120 37 34 111 100 18 @12 52 24 11 - 1.5 FO7 C-150
25 250 45 46 130 124 18 212 64 29 14/17 = 2.5 FO7 C-150
35 350 45 48 130 124 18 12 64 29 14/17 - 3.0 F10 C-150
55 550 55 56 164 157 20 215 73 36 22 = 5.0 F10 SW-250
100 1000 71 79 217 201 24 @20 95 48 27 - 11.0 F12 SW-300
200 2000 86 105 245 229 24 @20 103 51 36 - 17.0 F14 SW-500
350 3500 105 107 278 230 24 @20 106 55 46 - 19.5 F16 SW-500
550 5500 130 150 343 306 24 @20 132 57 - a70 37.0 F16 SW-500
700 7000 130 150 343 306 24 @20 132 57 - 280 38.0 F25 SW-500
1100 11000 150 158 370 327 24 @20 132 59 - @90 47.0 F25 SW-500
1700 17000 182 175 420 358 24 @20 137 59 - @120 68.5 F25/F30
2600 26000 215 208 550 420 24 @20 183 85 - @160 142.0 F25/F30
3200 32000 256 238 620 450 24 @20 196 97 - 2160 194.0 F25/F30/F40
Body Ductile Iron (GGG40)
Worm Carbon Steel (C45)
Shaft Stainless Steel (SS304)
Hand Wheel Steel
Handwheels

Cast Handwheel - C Series Welded Handwheel - W Series
Size A B C D E F
C-150 @150 56 312 23 5 a5
W-250 @250 110 15 34 12 a5
W-300 @300 115 320 46 20 a8
W-400 @400 130 320 46 20 a8
W-500 @500 150 220 46 20 a8
W-600 @600 150 320 46 20 (%]]
W-700 @700 150 220 46 20 a8
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