JOHNSON
,valves Actuat & Actuated Valves

JVv241001

Aluminium Alloy
Quarter Turn
Gearbox

, c/w Open/Shut Indicator
REFRSN

Torque Range
150Nm - 1200Nm
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The JV241001 is an economical and robust gearbox, offering a long life with low  Features & Benefits

maintenance. The gearbox has a open and shut indicator and is usually used on butterfly S
and ball valves. ® Stroke 0°- 90°(x 5°)

® Open & shut indicator
® Lightweight

Size F07-11 F07-14 F07-17 F10-22 F12-27 F14-36
1SO 5211 F05 FO7 FO7 F10 F12 F14
SxS 11x11 14x14 17x17 22x22 27x27 36x36
NxB 4xM8 4xM8 4xM8 4xM10 4xM12 4xM16
D 80 80 89 140 175 175
D1 70 70 70 102 125 140
A 139 139 165 293 350 410
B 99 99 108 220 260 323
C 98 98 115 155 191 191
E 42.5 42.5 50 60 80 80
F 80 80 100 146 17 175
G 120 120 200 260 300 400
48 48 54 71 80 80
h 26 26 27 38 39.5 39.5
Gear Ratio 40:1 40:1 37:1 45:1 40:1 40:1
Input Torque Nm 18.5 18.5 34 83 150 150
Output Torque Nm 150 150 250 750 1200 1200

Body Aluminium Alloy
Worm Gear Cast Iron

Shaft Stainless Steel
Hand Wheel Steel

All data is designed as a guide and should not be regarded as wholly accurate in every detail
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